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MODEL No. : AGE311O series
  Unique & uncomplicated pneumatic 1st pressure regulating valve provides the solution of upstream pressure 
control problems. AGE31 series can be used not only globe valve body but also speci�c quarter turn valves like 
HP butter�y designed with anti-blowout seat construction. This feature provides extremely low cost in large size 
services, desirable pump pressure control and convenient selecting/sizing procedure. 

-¯  SPECIFICATIONS

BODY

Type 1
�����X�B�Z���D�B�T�U���H�M�P�C�F���W�B�M�W�F���	�"�(�&�����������v�v�v�(�

�4�J�[�F�������������"�	�������u�
���_���������"�	�����u�


Type 2
�)�1���C�V�U�U�F�S�G�M�Z���W�B�M�W�F���	�"�(�&�����������v�v�v�#�

�4�J�[�F�����������"�	���u�
���_�����������"�	�����u�


Pressure rating �+�*�4�������,�_�����,�
���"�/�4�*�����������_���������
���1�/�����_�����
���F�U�D��
End connection �'�'�
���3�'�
���#�8�
���4�8�
���8�B�G�F�S�
���-�V�H�
���'�M�B�O�H�F�
���F�U�D��
Materials �%�V�D�U�J�M�F���J�S�P�O�
���$�B�T�U���T�U�F�F�M�
���4�U�B�J�O�M�F�T�T���T�U�F�F�M�
���F�U�D��

Bonnet
�1�M�B�J�O���C�P�O�O�F�U�������������•�_�������•
�&�Y�U�F�O�E�F�E���C�P�O�O�F�U�������������•�_�������•�
���������•�_�������•

Gland type �#�P�M�U�F�E���H�M�B�O�E

Packing
�$�P�O�D�B�W�F���1�5�'�&���Q�B�D�L�J�O�H���X�J�U�I���T�U�B�J�O�M�F�T�T���T�U�F�F�M���C�B�D�L���V�Q���S�J�O�H
�(�S�B�Q�I�J�U�F���X�J�U�I���T�U�B�J�O�M�F�T�T���T�U�F�F�M���C�B�D�L���V�Q���S�J�O�H

TRIM

Trim type
�$�B�H�F���H�V�J�E�F�E���D�P�O�U�P�V�S�F�E���U�Z�Q�F���	�H�M�P�C�F�


�4�U�B�O�E�B�S�E���	�)�1���C�V�U�U�F�S�G�M�Z�


Flow 
characteristics

Globe valve - EQ %
�#�V�U�U�F�S�G�M�Z���W�B�M�W�F�������4�U�B�O�E�B�S�E���C�V�U�U�F�S�G�M�Z

Seat leakage
�(�M�P�C�F���������.�F�U�B�M���T�F�B�U�������"�/�4�*���$�M�B�T�T���*�7
�����������������������������4�P�G�U���T�F�B�U�������"�/�4�*���$�M�B�T�T���7�*
�#�V�U�U�F�S�G�M�Z�������4�P�G�U���T�F�B�U�������"�/�4�*���$�M�B�T�T���7�*

Material

�1�M�V�H�������)�B�S�E���G�B�D�F�E���4�6�4�����������������������
���F�U�D��
�4�F�B�U�������.�F�U�B�M�������)�B�S�E���G�B�D�F�E���4�6�4�����������������������
���F�U�D��
�����������������������4�P�G�U�������'�J�M�M�F�E���5�'�&�
���F�U�D��
�4�U�F�N�������4�6�4�������������������������������
���F�U�D��

ACTUATOR

Actuator type �.�V�M�U�J���T�Q�S�J�O�H���D�Z�M�J�O�E�F�S���B�D�U�V�B�U�P�S
Operating type �"�J�S���U�P���D�M�P�T�F�������%�J�S�F�D�U���B�D�U�J�P�O
Cylinder �"�$���$���5���
���%�J�F���D�B�T�U���"�M�V�N�J�O�V�N
Piston �"�$���$���5��
Piston ring �/�#�3���M�J�Q���S�J�O�H���	�D�P�N�N�F�S�D�J�B�M�M�Z���B�W�B�J�M�B�C�M�F�

Air supply ���_���L�H���D�N��
Air connection �3�D�������u�
���3�D�������u
Ambient 
temperature

���������_�������•

Accessories �1�S�F�T�T�V�S�F���S�F�H�V�M�B�U�P�S���X�J�U�I���G�J�M�U�F�S

AGE311 SERIES  1st PRESSURE REGULATING VALVE AGE313 SERIES  2nd PRESSURE REDUCING VALVE



MODEL No. : AGE313C series
  AGE313 Series pressure reducing valve provides stability, accuracy and convenience of selecting/sizing in pressure 
reducing service.
Speci�c HP butter�y valve body presents low cost in large size service.

-¯  SPECIFICATIONS

BODY

Type 1
�����X�B�Z���D�B�T�U���H�M�P�C�F���W�B�M�W�F���	�"�(�&�������$���v�v�v�(�

�4�J�[�F�����������"�	�������u�
���_���������"�	�����u�


Type 2
�)�1���C�V�U�U�F�S�G�M�Z���W�B�M�W�F���	�"�(�&�������$���v�v�v�#�

�4�J�[�F�����������"�	���u�
���_�����������"�	�����u�


Pressure rating �+�*�4�������,�_�����,�
���"�/�4�*�����������_���������
���1�/�����_�����
���F�U�D��
End connection �'�'�
���3�'�
���#�8�
���4�8�
���8�B�G�F�S�
���-�V�H�
���'�M�B�O�H�F�
���F�U�D��
Materials �%�V�D�U�J�M�F���J�S�P�O�
���$�B�T�U���T�U�F�F�M�
���4�U�B�J�O�M�F�T�T���T�U�F�F�M�
���F�U�D��

Bonnet
�1�M�B�J�O���C�P�O�O�F�U�������������•�_�������•
�&�Y�U�F�O�E�F�E���C�P�O�O�F�U�������������•�_�������•�
���������•�_�������•

Gland type �#�P�M�U�F�E���H�M�B�O�E

Packing
�$�P�O�D�B�W�F���1�5�'�&���Q�B�D�L�J�O�H���X�J�U�I���T�U�B�J�O�M�F�T�T���T�U�F�F�M���C�B�D�L���V�Q���S�J�O�H
�(�S�B�Q�I�J�U�F���X�J�U�I���T�U�B�J�O�M�F�T�T���T�U�F�F�M���C�B�D�L���V�Q���S�J�O�H

TRIM

Trim type
�$�B�H�F���H�V�J�E�F�E���D�P�O�U�P�V�S�F�E���U�Z�Q�F���	�H�M�P�C�F�

�4�U�B�O�E�B�S�E���	�)�1���C�V�U�U�F�S�G�M�Z�


Flow 
characteristics

Globe valve - EQ %
�#�V�U�U�F�S�G�M�Z���W�B�M�W�F�������4�U�B�O�E�B�S�E���C�V�U�U�F�S�G�M�Z

Seat leakage
�(�M�P�C�F���������.�F�U�B�M���T�F�B�U�������"�/�4�*���$�M�B�T�T���*�7
�����������������������������4�P�G�U���T�F�B�U�������"�/�4�*���$�M�B�T�T���7�*
�#�V�U�U�F�S�G�M�Z�������4�P�G�U���T�F�B�U�������"�/�4�*���$�M�B�T�T���7�*

Material

�1�M�V�H�������)�B�S�E���G�B�D�F�E���4�6�4�����������������������
���F�U�D��
�4�F�B�U�������.�F�U�B�M�������)�B�S�E���G�B�D�F�E���4�6�4�����������������������
���F�U�D��
�����������������������4�P�G�U�������'�J�M�M�F�E���5�'�&�
���F�U�D��
�4�U�F�N�������4�6�4�������������������������������
���F�U�D��

ACTUATOR

Actuator type �.�V�M�U�J���T�Q�S�J�O�H���D�Z�M�J�O�E�F�S���B�D�U�V�B�U�P�S
Operating type �"�J�S���U�P���P�Q�F�O�����3�F�W�F�S�T�F���B�D�U�J�P�O
Cylinder �"�$���$���5���
���%�J�F���D�B�T�U���"�M�V�N�J�O�V�N
Piston �"�$���$���5��
Piston ring �/�#�3���M�J�Q���S�J�O�H���	�D�P�N�N�F�S�D�J�B�M�M�Z���B�W�B�J�M�B�C�M�F�

Air supply ���_���L�H���D�N��
Air connection �3�D�������u�
���3�D�������u
Ambient 
temperature

���������_�������•

Accessories �1�S�F�T�T�V�S�F���S�F�H�V�M�B�U�P�S���X�J�U�I���G�J�M�U�F�S

AGE311 SERIES  1st PRESSURE REGULATING VALVE AGE313 SERIES  2nd PRESSURE REDUCING VALVE
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· SEAT LEAKAGE : ANSI Class IV (Metal seated)

· HYSTERESIS with 31 CONTROLLER : within 2% of Set Pressure

· RANGEABILITY : 30 : 1(60:1 and the higer is made by user’s order.)

PERFORMANCE

Contoured Type Plug

Cv VALUE and STROKE

�����&�2���������.�&�5�"�-���4�&�"�5�&�%���(�-�0�#�&���7�"�-�7�&����

FLOW CHARACTERISTICS

OPERATING TEMPERATURE and 
PRESSURE DROP(Soft Seat) 

TEMPERATURE/constant DIFFERENTIAL 
PRESSURE RANGE (Stellite Faced)

PRESSURE REGULATING GLOBE VALVE PRESSURE REGULATING HP BUTTERFLY VALVE



PERFORMANCE
· SEAT LEAKAGE : ANSI Class VI (Soft seated)

· HYSTERESIS with 31 CONTROLLER : within 4% of Set Pressure

· RANGEABILITY : 15 : 1 (30:1, 100:1 and the higer is made by user’s order.)

FLOW CHARACTERISTICS  PRESSURE / TEMPERATURE RATING CURVE

Cv VALUE 

SELF-ENERGIZING FLEXIBLE & ANTI-BLOWOUT SEAT RING 

Unique design of AGE31 series allows butterfly valve to substitute for globe valve and gate valve on medium low pressure 
saturated steam line.  Soft seat with self-energizing feature provides time-proven tight shut-off.

PRESSURE REGULATING GLOBE VALVE PRESSURE REGULATING HP BUTTERFLY VALVE
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SEAT RING NECK

PRESSURE ENERGIZED

DISC HEAD
DISC SEAT RING

BACK UP RING

BODY SEAT RING



INSTALLATION AND HOOK-UP INSTALLATION AND HOOK-UP (1ST PRV)

HP BUTTERFLY VALVE  

AGE311O Series 
���4�5���1�3�&�4�4�6�3�&���3�&�(�6�-�"�5�*�/�(���7�"�-�7�&

AGE313C Series 
���/�%���1�3�&�4�4�6�3�&���3�&�%�6�$�*�/�(���7�"�-�7�&

GLOBE VALVE  

AGE311O Series 
���4�5���1�3�&�4�4�6�3�&���3�&�(�6�-�"�5�*�/�(���7�"�-�7�&

AGE313C Series 
���/�%���1�3�&�4�4�6�3�&���3�&�%�6�$�*�/�(���7�"�-�7�&



1 �4�I�V�U���P�G�G���W�B�M�W�F5 �*�N�Q�V�M�T�F���U�V�C�J�O�H�� �$�P�O�E�F�O�T�B�U�F���Q�P�U13 �$�P�O�U�S�P�M���W�B�M�W�F���	�3���"�


2 �$�P�O�U�S�P�M���W�B�M�W�F�� �1�S�F�T�T�V�S�F���J�O�E�J�D�B�U�P�S10 Safety valve ���� �$�P�O�U�S�P�M�M�F�S���	�������


3 �$�P�O�U�S�P�M�M�F�S�	�������
�� �4�Z�Q�I�P�O�F���U�V�C�F 11 �$�P�O�U�S�P�M�M�F�S 15 �E�1���*�O�E�J�D�B�U�P�S

�� �"�J�S���T�V�Q�Q�M�Z�	���_���b���\�
�� �#�M�P�D�L���W�B�M�W�F 12 �4�P�M�F�O�P�J�E���W�B�M�W�F���� �0�S�J�G�J�D�F���G�M�B�O�H�F

EXAMPLE OF INSTALLATION (AGE311 series Upstream Pressure regulating valve)

AGE311 regulates pump discharge pressure at any 
�ow rate.
Pressure for the AGE311 controller input on pump 
discharge side or valve upstream side.

AGE311 satisfies designed pressure on every 
speci�ed facilities by over�owing valve upstream.
The variation of user’s �ow rate doesn’t a�ect main 
process pressure.
Pressure for AGE311 controller input on place at 
which speci�ed pressure to be constantly regulated.

AGE311 senses upstream pressure of valve and over 
flow remains so as to absorb excessive pressure 
surge problems and not to permit instabilities of 
pressure on circulation and feed water system.
This lengthens duty life of equipment and devices.

INSTALLATION AND HOOK-UP INSTALLATION AND HOOK-UP (1ST PRV)

 Pump discharge pressure regulating valve

  Upstream pressure regulating valve

  Nozzle pressure regulating valve
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